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than 1000 grams, of which not more
than 20 percent by mass may consist of
plutonium-239, plutonium-241, or any
combination of these radionuclides.

§71.16 [Reserved]
Subpart C—General Licenses

SOURCE: 69 FR 3786, Jan. 26, 2004, unless
otherwise noted.

§71.17 General license: NRC-approved
package.

(a) A general license is issued to any
licensee of the Commission to trans-
port, or to deliver to a carrier for
transport, licensed material in a pack-
age for which a license, certificate of
compliance (CoC), or other approval
has been issued by the NRC.

(b) This general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) This general license applies only
to a licensee who—

(1) Has a copy of the CoC, or other
approval of the package, and has the
drawings and other documents ref-
erenced in the approval relating to the
use and maintenance of the packaging
and to the actions to be taken before
shipment;

(2) Complies with the terms and con-
ditions of the license, certificate, or
other approval, as applicable, and the
applicable requirements of subparts A,
G, and H of this part; and

(3) Before the licensee’s first use of
the package, submits in writing to:
ATTN: Document Control Desk, Direc-
tor, Spent Fuel Project Office, Office of
Nuclear Material Safety and Safe-
guards, using an appropriate method
listed in §71.1(a), the licensee’s name
and license number and the package
identification number specified in the
package approval.

(d) This general license applies only
when the package approval authorizes
use of the package under this general
license.

(e) For a Type B or fissile material
package, the design of which was ap-
proved by NRC before April 1, 1996, the
general license is subject to the addi-
tional restrictions of §71.19.

§71.19

§71.18 [Reserved]

§71.19 Previously approved package.

(a) [Reserved]

(b) A Type B(U) package, a Type
B(M) package, or a fissile material
package, previously approved by the
NRC but without the designation ‘-85
in the identification number of the
NRC CoC, may be used under the gen-
eral license of §71.17 with the following
additional conditions:

(1) Fabrication of the package is sat-
isfactorily completed by April 1, 1999,
as demonstrated by application of its
model number in accordance with
§71.85(c);

(2) A package used for a shipment to
a location outside the United States is
subject to multilateral approval as de-
fined in DOT regulations at 49 CFR
173.403; and

(3) A serial number which uniquely
identifies each packaging which con-
forms to the approved design is as-
signed to and legibly and durably
marked on the outside of each pack-
aging.

(c) A Type B(U) package, a Type B(M)
package, or a fissile material package
previously approved by the NRC with
the designation ‘“-85”’ in the identifica-
tion number of the NRC CoC, may be
used under the general license of §71.17
with the following additional condi-
tions:

(1) Fabrication of the package must
be satisfactorily completed by Decem-
ber 31, 2006, as demonstrated by appli-
cation of its model number in accord-
ance with §71.85(c); and

(2) After December 31, 2003, a package
used for a shipment to a location out-
side the United States is subject to
multilateral approval as defined in
DOT regulations at 49 CFR 173.403.

(d) NRC will approve modifications
to the design and authorized contents
of a Type B package, or a fissile mate-
rial package, previously approved by
NRC, provided—

(1) The modifications of a Type B
package are not significant with re-
spect to the design, operating charac-
teristics, or safe performance of the
containment system, when the package
is subjected to the tests specified in
§§71.71 and 71.73;
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§71.21

(2) The modifications of a fissile ma-
terial package are not significant, with
respect to the prevention of criticality,
when the package is subjected to the
tests specified in §§71.71 and 71.73; and

(3) The modifications to the package
satisfy the requirements of this part.

(e) NRC will revise the package iden-
tification number to designate pre-
viously approved package designs as B,
BF, AF, B(U), B(M), B(U)F, B(M)F,
B(U)-85, B(U)F-85, B(M)-85, B(M)F-85,
or AF-85 as appropriate, and with the
identification number suffix ‘“-96”’ after
receipt of an application dem-
onstrating that the design meets the
requirements of this part.

[69 FR 3786, Jan. 26, 2004; 69 FR 6139, Feb. 10,
2004]

§71.21 General license: Use of foreign
approved package.

(a) A general license is issued to any
licensee of the Commission to trans-
port, or to deliver to a carrier for
transport, licensed material in a pack-
age, the design of which has been ap-
proved in a foreign national competent
authority certificate, that has been re-
validated by DOT as meeting the appli-
cable requirements of 49 CFR 171.12.

(b) Except as otherwise provided in
this section, the general license applies
only to a licensee who has a quality as-
surance program approved by the Com-
mission as satisfying the applicable
provisions of subpart H of this part.

(c) This general license applies only
to shipments made to or from locations
outside the United States.

(d) This general license applies only
to a licensee who—

(1) Has a copy of the applicable cer-
tificate, the revalidation, and the
drawings and other documents ref-
erenced in the certificate, relating to
the use and maintenance of the pack-
aging and to the actions to be taken
before shipment; and

(2) Complies with the terms and con-
ditions of the certificate and revalida-
tion, and with the applicable require-
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ments of subparts A, G, and H of this
part. With respect to the quality assur-
ance provisions of subpart H of this
part, the licensee is exempt from de-
sign, construction, and fabrication con-
siderations.

§71.22 General license: Fissile mate-
rial.

(a) A general license is issued to any
licensee of the Commission to trans-
port fissile material, or to deliver
fissile material to a carrier for trans-
port, if the material is shipped in ac-
cordance with this section. The fissile
material need not be contained in a
package which meets the standards of
subparts E and F of this part; however,
the material must be contained in a
Type A package. The Type A package
must also meet the DOT requirements
of 49 CFR 173.417(a).

(b) The general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) The general license applies only
when a package’s contents:

(1) Contain no more than a Type A
quantity of radioactive material; and

(2) Contain less than 500 total grams
of beryllium, graphite, or hydrogenous
material enriched in deuterium.

(d) The general license applies only
to packages containing fissile material
that are labeled with a CSI which:

(1) Has been determined in accord-
ance with paragraph (e) of this section;

(2) Has a value less than or equal to
10; and

(3) For a shipment of multiple pack-
ages containing fissile material, the
sum of the CSIs must be less than or
equal to 50 (for shipment on a non-
exclusive use conveyance) and less
than or equal to 100 (for shipment on
an exclusive use conveyance).

(e)(1) The value for the CSI must be
greater than or equal to the number
calculated by the following equation:

CSI=10
X

grams of *°U . grams of U 4 grams of Pu |
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